Keta Hydraulics

Legend Valves

PRESSURE DROP VS. FLOW

Full Open——; Rev. Flow - - -
32 eS1M150 ssu oil at40°C
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LFC-10
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Adjustable, Cartridge
Flow Control Valve

OPERATION

The valve varies flow restriction by adjusting needle in or out. Flow is
metered from®@toQ. Free reverse flow is from@ to@ .
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FEATURES

Sk

« Hardened poppet and seat for long life. K75 A B AR .

» Full range of adjustments. BETEE X

« Adjustment may be locked in place. AEHAIHIEE.
+ Industry common cavity. Tol@EmAHETL-

+ Compact size. RIEMEEM
SPECIFICATIONS

RARSH

Operating Pressure ik T{EEH ) : 250Bar
Flow (i) : See PRESSURE DROP VS. FLOW graph
Temperature(;R/E): -22°F to +250°F (-30°C to +120°C)
Recommended Filtration (#EFATEER 1S5S0 19/15
Fluids (it {K) : Mineral-based fluids.

For other fluid compatibility, consult factory,
Cavity ($E7L) :10-2, see page 363
Body Material < i@#1%]) : Anodized 606176 aluminum

alloy rated at 207 Bar.
6061-T6, 1T &K% F1207Bar.
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INSTALLATION DIMENSIONS
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