L. Keta Hydraulics

Legend Valves
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SYMBOL

PRESSURE DROP VS. FLOW

LPSRV2 -16
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Adjustable, Pilot-Operated
Cartridge Relief Valve

OPERATION

The valve prevents flow from (1) to(2) until pressure at(ll exceeds the
set crack pressure and opens the pilot section. The pilot flow creates a
pressure differential across the spool which causes the valve lo open
allowing flow fram (1) or2) protecting the circuit from over pressurization.
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FEATURES

i

« Fast response to pressure surges. AR E H A
- Hardened parts for long life. K W HIIE .

- Adjustment may be locked in place. AT A HEIEE-
« Industry common cavity, TriBAETL.

« Compact size. KENEN

SPECIFICATIONS
BASEH
Max. Operating Pressure (A T{EEH) - 420Bar
Flow (i ) : See PRESSURE DROP VS. FLOW graph.
Internal Leakage(M;ftiF): 82cc /min. MAX.to 80% of norminal setting
Reseat Pressure: Nominal 85% of crack pressure
[crack(set) pressure at 0.95lpm/0.25gpm]

Spring Ranges (3% {f[EEE ) -

10-210bar(145-3000psi); 10-420bar(145-6000psi);

Temperature(iR/E): -22°F to +250°F (-30°C to +120°C)
Recommended Filtration ( #E&ZAEIERM ) : 150 19/15
Fluids(ifi{%): Mineral-based fluids.

For other fluid compatibility consult factory.

Cavity (#E¥L ) :16-2, see page 364

Body Material { i5:#¥ ) : Steel rated at 420 Bar,
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INSTALLATION DIMENSIONS
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Unit=Millimeters

TO ORDER

LPSRV2 -16 - ** - [ - **

—|_ BODY PORTING f@iR;m0O
ADJUSTABLE,PILOT-OPERATED 12T=SAE12
CARTRIDGE RELIEF VALVE Leg_‘gg}?ﬁ
KSR IER R 8G=C1
| Other Porting is Available
CAVITY  #E7l FEARS A 118 2 A3 7 0
{Omit for Cartridge only
Spring Range (R EAESEED EREA T AR
30=145-3000psi(10-210bar,Standard setting:1450psi(100bar);
60=145-6000psi(10-420bar,Standard setting:2900psi(200bar); : SETTING IN BAR®E [ H
EXAMPLE:0250=250BAR
(Omit for standard
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