Keta Hydraulics

Legend Valves
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Four-Way, Two-Position,
Spool-Type Cartridge Solenoid Valve

OPERATION

When de-energized, the valve allows flow from ®to®@and
from@ to .

When energized, the cartridge’s spool shifts and allows flow
from®to @and from®) to @.

YEBMSKABEER, OB, @50A:

YRMKBRR, OFMOWE, @50i&.

Operation of Manual Override Option: To averride, push
button in, twist counterclockwise and release. In this position,
valve will remain open in a detented condition.To return to

normal operation,push button in, twist clockwise and release,
Owverride will be detented in this positon,

FEHERIR, AREEHAEER, B HEEOTH; #HEid
12, BEZES, ARINRSAEERE, B REBHEE
AXE

FEATURES

oAk

« Continuous-duty solenoid. AT T AR Bk
« Hardened precision spool and sleeve for long life. KHE I .
« Efficient wet-armature construction. = S HERY BB SR ZE
« Optional coil voltages and terminations. 7] 1%&$¥ B2k B B8 [E F1£R i

« Manual override option. Al F RN ENfT .
« Industry common cavity. Tl mAE7L.
« Compact size. KELEM.

SPECIFICATIONS
BRARSH
Operating Pressure ( T{E[E 1) : 207 Bar
Flow (=) : See PRESSURE DROP VS. FLOW graph.
Internal Leakage © Mi#tiE ) : (per land) 82cc/min. max. at 207 Bar
Temperature(i® &) : -22°F to +250°F (-30°C to +120°C)
Coil Rating (kR EESEE) : Continuous from 90% to 110% of rated
voltage.
Recommended Filtration (#FEHITIEM) : 1SO 16/12
Fluids G7E4%) : Mineral-based fluids.
For other fluid compatibility, consult factory.
Cavity (#EFL) : 08-4, see page 362
Body Material ( @514 : Anodized 606176 aluminum

alloy rated at 207 Bar.
6061-T6%5, AiIF{EMEAKEF207Bar.
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INSTALLATION DIMENSIONS
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TO ORDER

SOLENOID VALVE  E3#i@
CAVITY # 7L
FLOW PATH sl

CROSSOVER

M=Manual Override
(Omit for standard ~ &#& A& #H)
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LSV2-08-4 CO- *-**-*"

a=24V Volt

AC

L BODY PORTING g2k
IN=3/8PTF
AT=5AE4
6T=SAEG
Other Porting is Available
-] b Al o mE e RSR B il o)
(Omit for Cartridge only
Lo EST =]
L COIL CONNECTION =
D= Double Lead Wik
5= Single Lead L k=5
H= Hirschmann =
C= Conduit FE
ER= Deutsch Connector
TE W AR HEEE (Fhsk ek
E= Single Stud e
B= Double Spade i
— VOLTAGE m[E
1=12¥ Vot DC
2=24V Vot DC
J=1o0v Vot AC
4=2207  Vell AC
S=10V Vot DC
T=48Y Vot DC

al'lifaier-prcof Coil)
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