Keta Hydraulics

Legend Valves

SYMBOL

PRESSURE DROP VS. FLOW
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Normally-Open, Two-Way, Two-Position,
Poppet Type Cartridge Solenoid Valve

OPERATION

When de-energized, the valve allows flow fromZito(1). Flow from(Tto2) is
severely restricted in this mode,

When energized, the valve's poppet closes on its seat, blocking flow from
(2ito(1), The cartridge will alowlto2) flow after overcoming the solenoid
force,

YEGAEER, NOOBOOAEE, REE ™ETR:
HEWKERR, QOFOOFE, HOOFHBIBESKN, OO
HA T .

Operation of Manual Override Option: To override, push button in to

activate. To return to normal valve function, release button.
HFRE, QFIOXKA ; BRERE, BREZES.

FEATURES

Yl

= Continuous-duty solenoid. CIEE 2SR (3R 73

* Hardened seat for long life . KIEFWHIME

- Optional coil voltages and terminations. AJiEIFAYLE B EFNLL 0,
- Efficient wet-armature construction, S AERY AL SR LA .

« Filter screen standard. FRERY TR .
* Industry common cavity. T@ERAETL.
+ Compact size. KENEN
SPECIFICATIONS

HASH

Max. Operating Pressure (& T{E[E ) : 250Bar
Flow (i) : See PRESSURE DROP VS, FLOW graph.
Internal Leakage « it : 2 drops/minute max. at 207Bar .
Temperature(i&/E) : -22°F to +250°F (-30°C to +120°C)
Coil Rating (& & [EFERF  : Continuous from 90% to 110% of
nominal voltage.
Recommended Filtration: Critical Application-1S0 16/12
(#EFAITFEM ) Non-Critical Application-1ISO 19/15
Fluids (ifi{#) : Mineral-based fluids.
For other fluid compatibility consult factory.
Cavity (3H7L) : 08-2, See page 362
Body Material ([@##%}) : Anodized 6061T6 aluminum
alloy rated at 207 Bar.
6061-T6, StiF{EME&AE77207Bar.
Steel rated at 350 Bar.
¥4 5 (% F 8 K JE $1350Bar.
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INSTALLATION DIMENSIONS
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M=Manual Override F#1E17T
(Omit for standard &8k & )

L VOLTAGE
1=12V
2=24V
3=110V
4=220V
5=10V
7=48V
8=24V

COIL CONNECTION &M%
D= Double Lead AW
S= Single Lead Lk
H= Hirschmann =1
C= Conduit HRE
ER= Deutsch Connector ﬁ"-’ater—prmf Caoil)
EEEIE Pk
E= Single Stud iz
B= Double Spade
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