Legend Valves

L Keta Hydraulics

SYMBOL
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Normally-Open, Two-Way, Two-Position,
Poppet Type Cartridge Solenoid Valve
With Reverse Flow De-energized

OPERATION

When de-energized, the poppet lifts to open flow both Zand (1)
When energized, the cartridge acts as a check valve, allowing flow
from1) to® after overcoming the solenoid force (reguires 3.4 to
10.3 bar [50 to 150 psi]).

while blocking flow from(Z) tolL1),

LRk BN, A2OLOAWEIE:

LeEar, @OAOORHE, SOOENDEITR#ED, DOR@
AAmFTH.

Operation of Manual Override Option: To override, push button in to
activate. To return to normal valve function, release button.

Wiz, @B OXH ; Bz, BEIES.

FEATURES

it

+ Continuous-duty solenoid. AP TAER AL ER .

« Hardened seat for long life . K IR .

« Optional coll voltages and terminations. 7] SR 892 B B [E 12,
» Efficient wet-armature construction. S RERY R R .

« Filter screen standard. FRAERY T IEM

+ Industry common cavity. Tl mE7L.

+ Compact size. REREM.

SPECIFICATIONS
BARSH
Max. Operating Pressure (8 KX T{E%£/1): 250Bar
Flow (ii2) : See PRESSURE DROP VS. FLOW graph.
Internal Leakage (AittiE) : 2drops/minute max. at 207Bar
Temperature(;R /%) : -22°F to +250°F (-30°C to +120°C)
Coil Rating (& B E7E > : Continuous from 90% to 110% of
nominal voltage.
Recommended Filtration: Critical Application-130 16/12
(HEFAAEM ) Non-Critical Application-ISO 19/15
Fluids (ifi{%) : Mineral-based fluids.
For other fluid compatibility consult factory.
Cavity (3f7l) : 08-2, See Page 362
Body Material (f@444}) : Anodized 6061T6 aluminum
alloy rated at 207 Bar.
6061-T6, 7i1F{ER&KE207Bar.
Steel rated at 350 Bar.
$W#F 51 A & K[ 71350Bar.



Legend Valves

Keta Hydraulics

INSTALLATION DIMENSIONS

COIL MUST BE INSTALLED WITH LETTER UP

REGEN, FHYREHALE

|
. (19)HEX |
} |
LC2-08-" | ‘
[ -___.-"'-'— |
'D ]
|
|
i —_ (22.2)HEX '
1 TORQUE f ol
27.1Nm MAX & & H4E - E
E = [ I
- FILTERIZIER P e
1 150 NOM.MICRON < | J
'."-j (EFFECTIVE FROM | | ~ 1=28.7
b (2TO (D ONLY roo i e
\ . -
iR PR B/ AR 1 50um (. ™
(R2Q2E © F5md
pATESES®) @ I_ 31.8 | |
3.3 41.4
N 50.8
Unit=Millimeters
TO ORDER LSV2-08-2 NO ko kk
T T 7T T T] T—eopyprorTiNG msmo
AN=3/8PTF
SOLENOID VALVE  Ea i gfgigg
Other Porting is Available
CAVITY #F 7L WEma kO Z AT iRER
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FLOW PATH ifiEZE! o I R

NORMALLY OPEN & 7

REVERSE FLOW DE-ENERGIZED
TSR [ E

POPPET #fi%ZY

M=Manual Override FFIEITT

(Omit for standard &4 & M)

—— COIL CONNECTION fSEiEsE
D= Double Lead Wk
5= Single Lead Lk
H= Hirschmann =Hh
C= Conduit wEE
ER= Deutsch Connector
Water-proof Coil
=R (A
E= Single Stud L B3s3 i
E= Double Spade  FL#H
——VOLTAGE H®#Jx
1=12V Volt DC
2=24V Volt DC
3=110V Volt AC
4=220V Volt AC
5=10V Volt DC
7=48V Volt DC

8=24V Volt AC
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