Keta Hydraulics

Legend Valves
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Three-Way, Two-Position
Spool-Type Cartridge Solenoid Valve

OPERATION

When de-energized, the valve allows flow between Ziand(L) , while
blocking flow at @)

When energized, the cartridge's spool shifts to allow flow between'2 and
Flwhile blocking flow at(L).
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Operation of Manual Override Option: To override, push button in, tw
counterclockwise and release. In this position, valve will remain detente
in the shifted condition.

To return to normal operation, push button in, twist clockwise and releas
Override will be detented in this position.
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FEATURES

Sk

« Continuous-duty solenoid. AIHFLEE T ERT FBR S
+ Hardened precision spool and sleeve for long life. KEMRIE .
« Efficient wet-armature construction. = RERY BB M A LA
+ Optional coil voltages and terminations.  AJi% % A%k Bl B EFN4%

« Manual override option. A& FENENTT .
« Industry common cavity. Tl@EAETL.
« Compact size. BEMLEH

SPECIFICATIONS
BARSH
Operating Pressure ( T{E[& /) : 207 Bar
Flow ¢ Fif ) ; See PERFORMANCE CHARACTERISTIC graph.
Internal Leakage ¢ (it : (per land) 82cc /min. max. at 207 Bar
Temperature(i& /%) : -22°F to +250°F (-30°C to +120°C)
Coil Rating (% B HEEEED :
Continuous from 90% to 110% of rated voltage.
Recommended Filtration (##FHIEEM) : 1SO 16/12
Fluids(;7i{X): Mineral-based fluids.
For other fluid compatibility consult factory.
Cavity (#E7L) : 10-3, see page 363
Body Material ¢ f@if$l) : Anodized B061T6 aluminum
alloy rated at 3000 PSI (207 Bar)
6061-T6%8, AIFEMATEAKEI207Bar.
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INSTALLATION DIMENSIONS COIL MUST BE INSTALLED WITH LETTER UP
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TO ORDER
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T BODY PORTING fE kO
IN=3/8PTF

ET=5AEG

BT=SAEB

Other Porting is Available
MRy O 2 AR
. (Omit for Cartridge only
SOLENOID VALVE BEmE W T E )

COIL CONNECTION 5 MiEE
CAVITY # L — D= Double Lead Wk

o is H= Hirschmann =iF
FLOW PATH  jfiiZ¢s! C= Conduit R
B= Double Spade pVRTE
ER= Deutsch Connector ﬁvater-pmnf Coil)
i i EE (Mo sl

M=Manual Override FhEn T
(Omit for standard & & A EH) V?:HEQ/GE \?ojlj;: DC

2=24V Volt DC
3=110V  Volt AC
4=220V  Volt AC
5=10V Volt DC
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