L Keta Hydraulics

Legend Valves
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Normally-Closed, Two-Way,
Two-Position,Pilot-Operated
Cartridge Solenoid Valve

OPERATION

When de-energized, the valve acts as a check valve, allowing flow
from(1) to2) , while blocking flow from(Zito(1).

When energized, the poppet lifts to open the@ to Uflow path.
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To override , twist counterclockwise 2 turns.

In this position ., the valve will remain open.

To return to normal operation, twist clockwise 2 turns.
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FEATURES

Sk

« 210Bar rating. 210BarTEE H3ERE .
« Continuous-duty solenoid. AT T ERY RS -

« Efficient wet-armature construction. S RE R B RA R
« Optional coil voltages and terminations. 7] 3% 894k B B [E F14& i .

« Filter screen standard. iR A B 3 )
« Manual override option. Al F BhENfr
« Industry common cavity. TA@ERETL.
« Compact size. RIEMLEM.,

SPECIFICATIONS

BARSH

Operating Pressure (T{E[£/1) : 210Bar

Flow (ii£) :See PRESSURE DROP VS.FLOW

Internal Leakage (MJittiE) : 0~2 drops/min.
Temperature((Z/E) : -22°F to +250°F (-30°C to +120°C)

Coil Rating (4RBHJESEE) :Continuous from 90% to 110% of
rated voltage.

Critical Application-ISO 16/12
Non-Critical Application-1ISO 19/15
Mineral-based fluids. For other fluid
compatibility consult factory.
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Anodized 6061T6 aluminum

alloy rated at 207 Bar.

6061-T6, RIFEATKED
207Bar.

Recommended Filtration:
(€::&=3:0bub: AT
Fluids(G1K):

Cavity (3EFL) :
Body Material ([@R#15}) :
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INSTALLATION DIMENSIONS

Twist counterclockwise 2

turns to open the valve.
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— COIL CONMECTION &:MiEiE
D= Double Lead Wi
5= Single Lead k53
H= Hirschmann =Hf
C= Conduit wE
ER= Deutsch Connectar g‘dater—pmof Coil)
R EE (s )
E= Single Stud iR

- VOLTAGE B
1=12V Vot DC
2=24V  Volt DC
3=110V  Volt AC
4=220V  Volt AC
510V Volt DC
7=48V  Volt DC
8=24V  Volt AC 7



