. Keta Hydraulics

Legend Valves

SYMBOL

PRESSURE DROP VS. FLOW
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Normally-Closed, Two-Way, Two-
Position,Spool-Type Cartridge
Solenoid Valve

OPERATION

When de-energized, the Valve blocks flow in both directions.

When energized, the cartridge’s spool shifts to allow flow in either
direction.
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Operation of Manual Override Option: To override, push button in,
twist counterclockwise and release. In this position, valve will remain
open in a detented condition.

To return to normal operation, push button in, twist clockwise and
release. Override will be detented in this position.
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FEATURES

oAk

+ Both ports may be fully pressurized. M O# AT SR .
« Continuous-duty solenoid. AIFFEL TYERY BRI ER
+ Hardened precision spool and sleeve for long life. KEWIIME .
« Efficient wet-armature construction. SRR A e
« Optional coil voltages and terminations. 7] 1% Ab £k (Bl B [E F0£& i

+ Manual override option. A FENENFT
« Industry common cavity. TA@ERETL.
« Compact size. KEMEM.
SPECIFICATIONS

RARSH

Operating Pressure (T{E[£/1) : 207 Bar

Flow GiiZ) : See PRESSURE DROP VS. FLOW graph.

Internal Leakage (Aitti&) :82cc /min. max. at 207 Bar

Temperature((2 /%) : -22°F to +250°F (-30°C to +120°C)

Coil Rating (Z&ERBEEED :

Continuous from 90% to 110% of rated voltage.

For other fluid compatibility consult factory.

Recommended Filtration (MEZFRYIIEM) : 1SO 16/12

Cavity (3H7L) : 08-2, see page 362

Body Material ({@241%}) : Anodized 6061T6 aluminum
alloy rated at 207 Bar
6061-T6%5, AIFEMZAKEFH207Bar.
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INSTALLATION DIMENSIONS
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VOLTAGE W/t
1=12y Vot DC
2=24V Volt DC
I=110V Volt AC
4=220Y  Volt AC
5=10V Volt DC
T=48Y Vaolt DC
B=24YV Vot AC 73



