Legend Valves

L Keta Hydraulics

SYMBOL

PRESSURE DROP VS. FLOW
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Normally-Closed, Two -Way, Two-Position,
Bi-Directional Cartridge Solenoid Valve

OPERATION

When de-energized, the valve blocks flow in both directions.
When energized, the poppet shifts to allow flow in either direction,
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FEATURES

Sk

Continuous-duty solencid. AEETE miEdk.
Efficient wet-armature construction. S REN MR RS

Optional coil voltages and terminations. 7] 1% ko 2k Il = FoEL s

Manual override option. A F EhEl e .
Compact size. KIENEH,
Industry common cavity. Tii®mIETL.
High flow capacity. RSN
SPECIFICATIONS

RS

Max. Operating Pressure(s A T{E[% /1) : 350 Bar
Flow(iii®): See PRESSURE DROP VS.FLOW graph.
Internal Leakage(ittiF) . 5 drops/min. Max. at 350 Bar
Temperature(im &) : -22°F to +250°F (-30°C to +120°C)
Coil Rating(Zs M EEM)

Continuous from 90% to 110% of rated voltage.
Recommended Filtration : Critical Application =150 16/12

(HEFENITIEM) : Non-Critical Application - ISO 19/15

Fluids(iff) : Mineral-based fluids.

For other fluid compatibility, consult factory.
Cavity(iEFL) : 08-2 see page 362
Body Material(i@iR$1#l) . steel rated at 350 Bar.

I, feifEM =K E H350 Bar.



Legend Valves

Keta Hydraulics

INSTALLATION DIMENSIONS

COIL MUST BE INSTALLED WITH LETTER UP
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COIL COMMNECTION ﬁ.ﬁﬂ
0 = Double Lead

H = Hirschmann Eﬁﬂi
VOLTAGE ®m [£
1=12V Vot DC
2 =24V Yolt DOC
J=110V Volt  AC
4 =220V Volt  AC
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